
DATOS TÉCNICOS Praia o Melange Praia Veteado Gris Cendra
TECHNICAL DATAS

Densidad según DIN 52 108 2.50-2.60 kg/dm3 2.50-2.60 kg/dm3 2.50-2.60 kg/dm3

Density  in accordance wihtC-97  165,36lbs/ft3 165,36lbs/ft3 165,36lbs/ft3

Resistencia compresión DIN 52 105  153,0N / mm2 145,0N / mm2 195,0N / mm2

Compressive strength C-170 19,994 psi 19,98 psi 23,54 psi

Indice de abrasion DIN 52 108 pulido C60 R 10 pulido C60 R 10 pulido C60 R 10
pulido C120 R 9 pulido C120 R 9 pulido C120 R 9
pulido C220 R 9 pulido C220 R 9 pulido C220 R 9

Abrasion IndexC-241 0,67 (average) 0,67 (average) 0,67 (average)

Índice de absorción DIN 51 130 1,40 % 1,40% 1,30%
Wather absorption C 97 1,00% 1,00% 0,95%
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PAVIMENTOS Y
ESCALERAS

FLOORING AND
STAIRS

LIMESTONE
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TRI LAKES HOTEL- KILLARNEY (IRLANDA) Praia veteado
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SOLNHOFEN KALKSTEIN
Demuestra su gran nivel de calidad por el éxito en el uso en
prestigiosos proyectos de todo el mundo. Los bloques extraídos
en nuestras propias canteras, son seleccionados  por un
cualificado y cualitativo equipo técnico.
Por ello está asegurado el suministro y la calidad de cualquier
cantidad que  se precise.

SOLNHOFEN KALKSTEIN
En las fabricas de Solnhofen realizamos todos los productos
que la industria de la piedra requiere para la construcción:
Losas para suelo, escaleras, alfeizares, losetas, fachadas,
encimeras, muebles, piezas macizas, esculturas, etc.

SOLNHOFEN KALKSTEIN
Trabajamos en todo el mundo en continuo contacto con
nuestros comerciales, para solucionar y desarrollar
óptimamente los proyectos más complejos.
También ofrecemos soluciones de mantenimiento.

SOLNHOFEN LIMESTONE
Has proven its high level of quality in its successful use in
large prestigious projects throughout the world. The raw
material originates from Solnhofen own quarries and is selected
by qualified and quality oriented staff.
This ensures that the most suitable material for the production
of items is continuously available.

SOLNHOFEN LIMESTONE
Is manufactured into items and products utilised in the building
industry in Solnhofen own production plants. Items such as
floors-tiles, stair treads, window sills, tiles, exterior and interior
wall cladding, solid items and sculpture work.

SOLNHOFEN LIMESTONE
Is marketed by a worldwide network of technically capable
Marketing-Partners who work  very closely with the
headquarters in Solnhofen.
Te optimum solution for a project is developed as a result of
this close co-operation.
Our consultation starts in the early planning stage of a project
and continues throughout until the final completion.
We are also able to offer maintenance advice.

01 Praia
02 Praia Veteado
03 Nou
04 Nou Veteado
05 Melange Multicolor
06 Melange Multicolor Veteado
07 Cendra
08 Palazzo
09 Luna
10 Athina
11 Robustica
12 Castello
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AEROPUERTO DE NÜRNBERG (ALEMANIA)JOHN LENNON AIRPORT - LIVERPOOL (U.K.) Praia apomazado

CENTROS COMERCIALES EN TODO EL MUNDO MALLS THROUGHOUT THE WORLD



DUNDRUN TOWN CENTRE - DUBLIN (IRLANDA) Praia apomazado


